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ENGINE COMPARTMENT PROTECTION  
SPRAY 

 
 

EAN code: 5907588410540 item no.: 001413 cap. 400ml                                           
 

 

           PROPERTIES 

 
It is a protective and preservative product. Thanks to the contained substances, it effectively and long-term 
protects elements of electrical installations, such as cables and plastic wires, as well as soundproofing elements 
in cars. It can also be used indoors, e.g. attics 

 

           COLOUR 
 

colorless 

 

           METHOD OF USE 
 

Apply the preparation evenly from a distance of 15-20cm to the place to be protected from damage. Suitable for 
all types of plastics, rubber or rubber parts. It can also be used on moving parts. Use prophylactically on vulnerable 
areas every 1-2 months. In case of heavy rain, repeat the application. 

 

          PHYSICAL PROPERTIES 
 

flash point:                                     -80°C 
density at 20°C:                             0,786 g/cm3 
flammability limits:                       upper: 10,9 vol%. / lower: 0,0 % vol. 

 

          STORAGE CONDITIONS 

 
                 Protect the product from excessive heat and cold. Avoid direct exposure to 

sunlight. Store in a dry place. 

 

         SHELF LIFE 

 
24 months from the date of production placed on the package. 
 

 

 

 

TECHNICAL DATA SHEET 
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          SAFETY 

 
See Safety Data Sheet. 

 

 

          OTHER INFORMATION 

 
All technical data are approximate values. We advise you to test the material to ensure suitability for your specific 
application. The producer reserves the right to improve the product and change the technical conditions with the 
possibility of making changes inside the specification.  

 

 

 

 

 

 

 

  


